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SERTIFIKAT Br.0479/2009
CERTIFICATE No.

Proizvod: AKSIJALNI VENTILATOR tip: Po.A - 025;

Product: Po.A - 030; Po.A - 035; Po.A - 040; Po.A - 045;
Po.A - 050; Po.A - 056; Po.A - 060; Po.A - 063;
Po.A - 070; Po.A - 080; Po.A - 090; Po.A - 090;
Po.A-100; Ex ZASTITA:Exsll|

Proizvodaé/Uvoznik: POTEX SRBIJA
Importer/Manufacturer:

Podnosilac zahteva: "POTEX" d.o.o BEOGRAD
Applicant:

Datum proizvodnje:
Date of production:

Standard / propis: SRPS EN 60079-0; SRPS N.S8.901

Standard / Regulation:

lzvestaj o ispitivanju: 0355/2009-1

Test Report No:

Rok vaznosti sertifikata: SERTIFIKAT TIPA, VAZNOST 3 GODINE A
Certificate validity:

AN

[04-010][ 05 |

Na osnovu izvestaja o ocenjivanju br. 0479/09 komisije za sertifikaciju potvrduje se

da karakteristike proizvoda odgovaraju zahtevima navedenih standarda ili propisa.
Based on the Evaluation Report of the Certification Commision it is certified that the product
characteristics are in conformity with the requirements of the cited standards regulations.

Uredaj ¢e biti u svom radu protveksplozivno zasticen sve dok bude ispravno montiran, prikljucen,
upotrebljavan i odrzavan. Popravku uredaja moze da vrSi samo ovlas¢eno preduzece. Nakon

popravke delova vaznih za protiveksplozivnu zastitu potrebno je uredaje ponovo ispitati.

The apparatus will be explosion protected during application as long as it is properly installed, connected, used and
maintained. Repair of the apparatus may be done only by accredited workshop. After refurbishing part essential for the
explosion protection the apparatuses shall be retested.
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SERTIFIKAT Br.0481/2009
CERTIFICATE No.

Proizvod: CENTRIFUGALNI VENTILATOR tip: PoC-52.028;

Product: PoC-52.031; PoC-52.035; PoC-52.040; PoC-52.045;
PoC-52.050; PoC-52.056; PoC-52.063; PoC-52.071;
PoC-52.080; PoC-52.090; PoC-52.100; PoC-52.112;

PoC-52.125
Ex ZASTITA: Exs Il

Proizvodac¢/Uvoznik: POTEX SRBIJA
Importer/Manufacturer:
Podnosilac zahteva: "POTEX" d.0.o BEOGRAD
Applicant:
Datum proizvodnje:
Date of production:
Standard / propis: SRPS EN 60079-0; SRPS N.S8.901
Standard / Regulation:
Izvestaj o ispitivanju: 0355/2009-3
Test Report No: / A}
Rok vaznosti sertifikata: SERTIFIKAT TIPA, VAZNOST 3 GODINE
Certificate validity: 2% X A§ E

04-010] [ 05 |

Na osnovu izvestaja o ocenjivanju br. 0481/09 komisije za sertifikaciju potvrduje se

da karakteristike proizvoda odgovaraju zahtevima navedenih standarda ili propisa.
Based on the Evaluation Report of the Certification Commision it is certified that the product
characteristics are in conformity with the requirements of the cited standards regulations.

Uredaj ¢e biti u svom radu protveksplozivno zastiéen sve dok bude ispravno montiran, prikljucen,
upotrebljavan i odrzavan. Popravku uredaja moze da vrsi samo ovlaséeno preduzece. Nakon
popravke delova vaznih za protiveksplozivnu zastitu potrebno je uredaje ponovo ispitati.

The apparatus will be explosion protected during application as long as it is properly installed, connected, used and
maintained. Repair of the apparatus may be done only by accredited workshop. After refurbishing part essential for the
explosion protection the apparatuses shall be retested.
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SERTIFIKAT Br.0480/2009
CERTIFICATE No.

Proizvod: KROVNI VENTILATOR tip: POKRV-250;
Product: PoKRV-315: PoKRV-360; POKRV-400; PoKRV-460;
PoKRV-500; PoKRV-560; POKRV-650; POKRV-750;
PoKRV-800; PoOKRV-900; POKRV-1000;
Ex ZASTITA: Ex s |l

Proizvodac¢/Uvoznik: POTEX SRBIJA
Importer/Manufacturer:

Podnosilac zahteva: "POTEX" d.o.o BEOGRAD
Applicant:

Datum proizvodnje:
Date of production:

Standard / propis: SRPS EN 60079-0; SRPS N.S8.901
Standard / Regulation:
Izvestaj o ispitivanju: 0355/2009-2
Test Report No:
Rok vaznosti sertifikata: SERTIFIKAT TIPA, VAZNOST 3 GODINE A
Certificate validity:
ASEZN

=

8

04-010

Na osnovu izvestaja o ocenjivanju br. 0480/09 komisije za sertifikaciju potvrduje se
da karakteristike proizvoda odgovaraju zahtevima navedenih standarda ili propisa.

Based on the Evaluation Report of the Certification Commision it is certified that the product
characteristics are in conformity with the requirements of the cited standards regulations.

Uredaj ¢e biti u svom radu protveksplozivno zasticen sve dok bude ispravno montiran, prikljucen,
upotrebljavan i odrzavan. Popravku uredaja moze da vrsi samo ovlad¢eno preduzee. Nakon

popravke delova vaznih za protiveksplozivnu zastitu potrebno je uredaje ponovo ispitati.

The apparatus will be explosion protected during application as long as it is properly installed, connected, used and
maintained. Repair of the apparatus may be done only by accredited workshop. After refurbishing part essential for the
explosion protection the apparatuses shall be retested.
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SERTIFIKAT Br.0482/2009
CERTIFICATE No.

Proizvod: KALORIFER tip: R1/R2 - 100; R1/R2 - 200;

Product: R1/R2 - 300; R1/R2 - 400; R1/R2 - 500;
R1/R2 - 600 Ex ZASTITA: Exs Il

Proizvodaé/Uvoznik: POTEX SRBIJA

Importer/Manufacturer:

Podnosilac zahteva: "POTEX" d.o.o BEOGRAD

Applicant:

Datum proizvodnje:
Date of production:

Standard / propis: SRPS EN 60079-0; SRPS N.S8.901
Standard / Regulation:

lzvestaj o ispitivanju: 0355/2009-4

Test Report No:

Rok vaznosti sertifikata: SERTIFIKAT TIPA, VAZNOST 3 GODINE

Certificate validity: A
N\

[04-010] [ 05 |

Na osnovu izvestaja o ocenjivanju br. 0482/09 komisije za sertifikaciju potvrduje se

da karakteristike proizvoda odgovaraju zahtevima navedenih standarda ili propisa.
Based on the Evaluation Report of the Certification Commision it is certified that the product
characteristics are in conformity with the requirements of the cited standards regulations.

Uredaj ¢e biti u svom radu protveksplozivno zasticen sve dok bude ispravno montiran, prikljucen,
upotrebljavan i odrzavan. Popravku uredaja moze da vrsi samo ovlasceno preduzece. Nakon
popravke delova vaznih za protiveksplozivnu zastitu potrebno je uredaje ponovo ispitati.

The apparatus will be explosion protected during application as long as it is properly installed, connected, used and
maintained. Repair of the apparatus may be done only by accredited workshop. After refurbishing part essential for the
explosion protection the apparatuses shall be retested.
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